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be restricted as to specified geographi-
cal areas, maximum power, or other
operating conditions (see § 95.71(d)).

[48 FR 35237, Aug. 3, 1983, as amended at 53
FR 47715, Nov. 25, 1988]

CONSIDERATIONS WHEN PLANNING A
GMRS SYSTEM

§ 95.21 GMRS system description.
(a) A GMRS system is one or more

transmitting units used by station op-
erators to communicate messages. A
GMRS system is comprised of:

(1) One or more station operators;
(2) One mobile station consisting of

one or more mobile units (see § 95.23);
(3) One or more land stations (op-

tional); and
(4) Paging receivers (optional).
(b) In certain areas, point-to-point

GMRS systems may be comprised of
fixed stations only (see §§ 95.47, 95.49
and 95.61).

(c) A GMRS system may be operated
in:

(1) Simplex mode. (Only one station
operator can speak at a time.)

(2) Duplex mode. (Two station opera-
tors can speak at the same time. One
or more stations transmit on one chan-
nel. The other station(s) transmit(s) on
the channel pair counterpart.)

(3) A combined simplex-duplex mode.
(E.g., a mobile relay system with mo-
bile units operating in simplex mode
on a channel pair.)

§ 95.23 Mobile station description.
(a) A mobile station is one or more

units which transmit while moving or
during temporary stops at unspecified
points.

(b) A mobile station unit may trans-
mit from any point within or over any
areas where radio services are regu-
lated by the FCC except where addi-
tional considerations apply (see §§ 95.37
through 95.49).

(c) A mobile station unit may trans-
mit from an aircraft or ship, with the
captain’s permission, which is:

(1) Within or over any area where
radio services are regulated by the FCC
except where additional restrictions
apply; and

(2) On or over international waters, if
the unit is transmitting from an air-
craft or ship of United States registry.

(d) A mobile station unit must not
transmit from points within or over
the territorial limits of any area where
radio services are regulated only by:

(1) A foreign government; or
(2) A United States government agen-

cy other than the FCC.

[48 FR 35237, Aug. 3, 1983, as amended at 49
FR 4003, Feb. 1, 1984]

§ 95.25 Land station description.
(a) A land station is a unit which

transmits only from:
(1) An exact point as shown on the li-

cense; or
(2) An unspecified point within an op-

erating area (an area within a circle
centered on a point chosen by the ap-
plicant) as shown on the license, for a
temporary period (one year or less).

(b) The point from which every land
station transmits must be within an
area where radio services are regulated
by the FCC.

(c) Each land station is classified ac-
cording to its communications points
(the other stations or paging receivers
to which the station operator commu-
nicates messages). There are four land
station classes:

(1) Base station (see § 95.55);
(2) Mobile relay station (see § 95.57);
(3) Control station (see § 95.59); and
(4) Fixed station (see § 95.61).
(d) A small control station is any con-

trol station which:
(1) Has an antenna no more than 6.1

meters (20 feet) above the ground or
above the building or tree on which it
is mounted (see § 95.51); and

(2) Is: (i) South of Line A or west of
Line C (see § 95.37); or

(ii) North of Line A or east of Line C,
and the station transmits with no more
than 5 watts ERP (effective radiated
power).

(e) A small base station is any base
station that:

(1) Has an antenna no more than 6.1
meters (20 feet) above the ground or
above the building or tree on which it
is mounted (see § 95.51); and

(2) Transmits with no more than 5
watts ERP.

(f) A land station may be licensed to
transmit as more than one station
class. (Example: A land station is li-
censed as both a base station and a
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control staton. When it is transmitting
as a base station its communication
points are those of a base station (see
§ 95.55). When it is transmitting as a
control station its communication
points are those of a control station
(see § 95.59).)

[48 FR 35237, Aug. 3, 1983, as amended at 53
FR 47715, Nov. 25, 1988; 53 FR 51625, Dec. 22,
1988]

§ 95.27 Paging receiver description.
A paging receiver is a unit capable of

receiving the radio signals from a base
station for the bearer to hear a page
(someone’s name or other identifier
said in order to find, summon or notify
him/her) spoken by the base station op-
erator.

§ 95.29 Channels available.
(a) The licensee of the GMRS system

must select the transmitting channel
or channel pair for the stations in the
GMRS system from the following lists:

(1) For a base station, mobile relay
station, fixed station or mobile station,
the following 462 MHz (megahertz)
channels;

462.5500, 462.5750, 462.6000, 462.6250, 462.6500,
462.6750, 462.7000 and 462.7250.

(2) For a mobile station, control sta-
tion or fixed station operated in the
duplex mode, the following 467 MHz
channels:

467.5500, 467.5750, 467.6000, 467.6250, 467.6500,
467.6750, 467.7000, and 467.7250.

(3) As of December 31, 1993, the 467
MHz channels may be used only to
transmit communications through a
mobile relay station and for remotely
controlling a mobile relay station. As
of December 31, 1993, no station in a
GMRS system may transmit commu-
nications directly (not through a mobile
relay station) on the 467 MHz channels.

(b) The FCC will normally assign
only one channel or one channel pair
(one 462 MHz channel and its counter-
part 5 MHz spaced 467 MHz channel) to
a GMRS system comprised of stations
intended for operation in the simplex
mode. A second channel or channel pair
will be assigned at the request of the
applicant.

(c) The FCC will normally assign
only one channel pair to a GMRS sys-

tem comprised of stations intended for
operation in the duplex mode. A second
channel pair will be assigned at the re-
quest of the applicant.

(d) No GMRS system may be assigned
more than two channels or channel
pairs. Stations in certain GMRS sys-
tems may, however, also transmit on
additional frequencies listed in the fol-
lowing paragraphs, in accord with the
conditions specified.

(e) Mobile stations in a GMRS sys-
tem licensed to an individual that is
not specifically authorized for the
462.675 MHz/467.675 MHz channel pair
may transmit on that channel pair
with the following limitations:

(1) The communications must be for
the purpose of soliciting or rendering
assistance to a traveler, or for commu-
nicating in an emergency pertaining to
the immediate safety of life or the im-
mediate protection of property; and

(2) The frequency 467.675 MHz may be
used only for the purposes of accessing
and communicating through a mobile
relay station transmitting on 462.675
MHz.

(f) Except for a GMRS system li-
censed to a non-individual, a mobile
station or a small base station operat-
ing in the simplex mode may transmit
on the following 462 MHz interstitial
channels:

462.5625, 462.5875, 462.6125, 462,6375, 462.6625,
462.6875 and 462.7125.

These channels may be used only under
the following conditions:

(1) Only voice type emissions may be
transmitted;

(2) The station does not transmit
one-way pages; and

(3) The station transmits with no
more than 5 watts ERP.

(g) Fixed stations in GMRS systems
authorized before March 18, 1968, lo-
cated 160 kilometers (100 miles) or
more from the geographic center of ur-
banized areas of 200,000 or more popu-
lation as defined in the U.S. Census of
Population, 1960, Vol. 1, Table 23, page
50 that were authorized to transmit on
channels other than those listed in this
section may continue to transmit on
their originally assigned channels pro-
vided that they cause no interference
to the operation of stations in any of
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